
AutoFry® Mini-C

WARRANTY 1 Year Parts/Labor, 3 Years Electronic Controls, 5 Years Frypot/Chassis

OPTIONS MTI Illuminated Heat Lamp; 120 ACV 5.16 AMPS / 230 ACV 2.3 AMPS (Intl)
AutoFilter Automatic Oil Filtration System

P: 800-348-2976
P: 508-460-9800
F: 508-393-5718

10 Forbes Road
Northborough, MA 01532 USA

www.AutoFry.com
www.MTIproducts.com

Your Source for Ventless 
Kitchen Solutions

REV 01/2019
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ELECTRICAL 

208-240 V / Single Phase  |  5.7 kW Total 
23.75 AMP @ 240 V 
30 AMP (Dedicated Service Required)
6’ (1.83m) Power Cord w/NEMA Plug / 
6-30P Plug

208-240 V / Single Phase  |  5.7 kW Total 
23.75 AMP @ 240 V 
30 AMP (Dedicated Service Required)
6’ (1.83m) Power Cord w/ 3 Wire IEC 60309 32A Style Plug

415 V / 3 Phase  |  5.7 kW Total 
7.93 AMP @ 415 V 
30 AMP (Dedicated Service Required)
6’ (1.83m) Power Cord w/ 5 Wire IEC 60309 32A Style Plug

CAPACITY
Oil 1.375 gallons per side, 2.75 gallons total (5.2 liters per side, 10.41 liters total)

Cooking 30-60 lbs. (13.61-27.22 kg)  French Fries/hour, frozen to done

MACHINE
Dimensions 24" Deep x 28.25" Wide x 28.125" High (60.96cm Deep x 71.76cm Wide x 71.45cm High)

Clearances 0" = Sides      0" = Back     24" = Top   (0cm = Sides    0cm = Back    60.69cm = Top)

Construction 16 Gauge Stainless Steel

Shipping WT 250 lbs. (113.40kg)

Specifi cations
North America International

We reserve the right to change specifi cations 
appearing upon this brochure without notice and 
without incurring any obligation for the equipment.

AutoFry® Mini-C SPECIFICATIONS

CALL     02 9971 1788         VISIT www.autofry.com.au                  Made in the U.S.A.

We reserve the right to change specifications appearing upon this brochure without notice and without incurring any 
obligation for the equipment previously or subsequently sold. Patent pending.

ELECTRICAL

240 V / Single Phase, 5.3 kW Total  
23.7 AMP @ 240 V
30 AMP (Dedicated Service Required)
1.8m Power Cord w/ 3 Wire IEC 60309 32A Style Plug

CAPACITY

Oil 5.2 litres per side, 10.4 litres total

MACHINE

Dimensions 610mm Deep x 717mm Wide x 715mm High

Clearances 607mm = Top

Construction 16 Gauge Stainless Steel

Shipping Dims. 813mm x 813mm x 813mm

Shipping Weight 113.4kg

OPTIONS

Filter Kit 
(Not included)

(1 Yr Maintenance Pack) includes 2 mesh filters and 4 charcoal filters. Check your 
weekly cleaning procedure. Charcoal filter must be replaced every 3 months.

WARRANTY 1 Year Labour, 2 Years Parts, 3 Years Electronic Controls and 5 Years Frypot/Chassis

717mm

715mm

610mm

11/22


